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AMENDMENT NO. 0008 TO RFP W912DR-04-S-0001
EFFECTIVE JUN 18, 2004

SPECIFICATIONS:

1

2

3

4)

SECTION 02010 Perform Unexploded Ordinance Detection Preliminary Identification and
Removal Coordination: Delete this section initsentirety.

Page 13930A-3, Paragraph 1.2.1: Delete the first sentence as originally issued and substitute the
following: “ The system shall be hydraulically designed to discharge a minimum density of 0.2
GPM per square foot over the hydraulically most demanding 1,500 square feet of floor area, in
accordance with NFPA 13, Ordinary Hazard Group I1.”

Page 13930A-3, Paragraph 1.2.1.1: Delete the first sentence as originally issued and substitute
the following: “ The design of the system shall be based upon awater supply with a static pressure
of 72 psig, and aflow of 650 GPM at aresidual pressure of 20 psig, at the point of connection to
the existing street water main.”

Page 13930A-3: Insert paragraph 1.2.1.2 asfollows:
“1.2.1.2 Hose Demand

An allowance for exterior hose stream of 250GPM shall be added to the sprinkler system demand
at the point of connection to the existing system.”

Page 13930A-10, paragraph 2.8: Delete the first sentence as originally issued and substitute the
following: “Fire department connection shall be freestanding type, mounted 20 feet minimum
from building with cast brass body, matching wall escutcheon lettered “ Auto Spkr” with a
polished brass finish.”

DRAWINGS:

5

6)

Sheet M-102: Revise this sheet in accordance with the attached Sketch SK-M1, dated 6/18/04.

Sheet M-201: Revise this sheet in accordance with the attached Sketch SK-M 2, dated 6/18/04.

ATTACHMENTS: Sketches SK-M1 and SK-M2, dated 6/18/04.
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